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Desk/Wall Battery Test Center 

The RadioShack Desk/Wall Battery Test Center is an ac- 
curate tester for AAA, AA, C, D, and 9 volt batteries. The 
partitioned case lets you easily store up to 40 batteries by 
type so you can quickly find the ones you want. 

Note: The Battery Test Center is not designed to test but- 
ton cell batteries, 6 or 12 volt lantern or marine batteries, 
or Ni-Cd/Ni-MH batteries. 

Your Battery Test Center comes with three button cell 
batteries to power the power indicator. To prevent battery 
drain, the Battery Test Center is shipped with a plastic in- 
sulation slip which you must remove to have the battery 
test function work. 


(Ulus of insulation slip removal) 


MOUNTING THE TEST CENTER 

To save space, you can mount the Battery Test Center 
on a wall using the supplied screws. Select a sturdy 
mounting location, then use the two holes at the top of the 
Battery Test Center as a template to mark the mounting 
hole locations on the wall. Thread the screws through the 
holes in the Battery Test Center into the marked locations 
and use a Phillips screwdriver to tighten them securely. 


(Ulus of mounting hole locations on ca 


STORING BATTERIES 

The Battery Test Center has two storage compartments 
for each battery type so you can separate good/charged 
and weak/discharged AAA, AA, C, D, and 9V batteries. 
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Your Battery Test Center comes with five pairs of labels 
to help you separate “Charged” from “Discharged” re- 
chargeable alkaline batteries after you test them. Paste 
the labels on the tabs outside the cases. 

TESTING AAA, AA, C, AND D 
BATTERIES 

1. Lift up the battery compartment cover on the top of 
the test center. 

(Ulus of battery compartment with cover t 


2. Slide the negative terminal bar to the right and hold it 
there. The red indicator lights. Place a battery in the 
compartment according to the polarity symbols (+ 
and -) marked inside the compartment, then slowly 
release the bar. 


(Ulus of negative terminal bar with directii 
arrow pointing right and polarity symbol 
visible) 

3. If only the red indicator is lit, the battery is weak and 
needs to be replaced or recharged. 

If the red and yellow indicators light, the battery’s 
power is fair. 

If the red, yellow, and green indicators light, the bat- 
tery’s power is good. 


(Ulus of LEDs labeled “Red," “Yellow," and “Gn 


TESTING A 9-VOLT BATTERY 

Place the 9-volt battery’s terminals on the contacts inside 
the battery compartment with the positive (+) terminal on 
the contact marked -i- and the negative (-) terminal on the 
contact marked -. Press the battery down to get good 
contact. 
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The indications are the same as for other battery types 
(see Step 3 in “Testing AAA, AA, C, and D Batteries”). 

(Ulus of open battery compartment with callout 
contacts and polarity markings visible) 


REPLACING INTERNAL BATTERIES 

When the power indicators iight dimiy or not at aii during 
battery testing, foiiow these steps to repiace the test cen- 
ter’s internai batteries with three new type 357A (or 
LR44) button ceii batteries (such as Cat. No. 23-115). 

1. Turn the Battery Test Center over and use a Phiiiips 
screwdriver to remove the screw from the battery 
compartment cover, then remove the cover. 

(Ulus of battery compartment cover removal) 


2. Use a fiathead screwdriver to gentiy pry out the three 
button ceii batteries. 

(Ulus of three batteries in compartment) 


Warning: Dispose of oid batteries promptiy and 
properiy, and keep batteries out of reach of chiidren. 
Swaiiowing a button-ceii battery couid be fatai. 

3. Instaii three fresh batteries according to the poiarity 
symbois (+ and -) marked above the compartment. 

Notes: 

• Handie the batteries by their edges, and be sure 
you repiace aii three batteries at the same time. 
Do not mix oid and new batteries. 

• For easier instaiiation, instaii the third battery 
between the first and second ones. 

4. Repiace the battery compartment cover and secure it 
with the screw. 

CARE 

To enjoy your test center for a iong time; 

• Keep the test center dry. If it gets wet, wipe it dry 
immediateiy. 

• Use and store the test center oniy in normai tempera- 
ture environments. 

• Handie the test center gentiy and carefuiiy. Don’t 
drop it. 

• Keep the test center away from dust and dirt. 

• Wipe the test center with a damp doth occasionaiiy 
to keep it iooking new. 

Modifying or tampering with the test center’s internai 
components can cause a maifunction and invaiidate its 
warranty. If your test center is not performing as it shouid, 
take it to your iocai RadioShack store for assistance. 


Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects in materiai and workmanship under normai use for ninety (90) days from the date of purchase 
from RadioShack company-owned stores and authorized RadioShack franchisees and deaiers. EXCEPT AS PROViDED HEREiN, RadioShack MAKES NO EX- 
PRESS WARRANTiES AND ANY iMPLiED WARRANTiES, iNCLUDiNG THOSE OF MERCHANTABiLiTY AND FiTNESS FOR A PARTiCULAR PURPOSE, ARE 
LiMiTED iN DURATiON TO THE DURATiON OF THE WRiTTEN LiMiTED WARRANTiES CONTAiNED HEREiN. EXCEPT AS PROViDED HEREiN, RadioShack 
SHALL HAVE NO LiABiLiTY OR RESPONSiBiLiTY TO CUSTOMER OR ANY OTHER PERSON OR ENTiTY WiTH RESPECT TO ANY LiABiLiTY, LOSS OR DAM- 
AGE CAUSED DiRECTLY OR iNDiRECTLY BY USE OR PERFORMANCE OF THE PRODUCT OR ARiSiNG OUT OF ANY BREACH OF THiS WARRANTY, iN- 
CLUDiNG, BUT NOT LiMiTED TO, ANY DAMAGES RESULTiNG FROM iNCONVENiENCE, LOSS OF TiME, DATA, PROPERTY, REVENUE, OR PROFiT OR ANY 
iNDiRECT, SPECiAL, iNCiDENTAL, OR CONSEQUENTiAL DAMAGES, EVEN iF RadioShack HAS BEEN ADViSED OF THE POSSiBiLiTY OF SUCH DAMAGES. 
Some states do not aiiow the iimitations on how iong an impiied warranty iasts or the exciusion of incidentai or consequentiai damages, so the above iimitations or ex- 
clusions may not appiy to you. 

in the event of a product defect during the warranty period, take the product and the RadioShack saies receipt as proof of purchase date to any RadioShack store. Ra- 
dioShack wiii, at its option, uniess otherwise provided by iaw: (a) correct the defect by product repair without charge for parts and iabor; (b) repiace the product with one 
of the same or simiiar design; or (c) refund the purchase price. Aii repiaced parts and products, and products on which a refund is made, become the property of Ra- 
dioShack. New or reconditioned parts and products may be used in the performance of warranty service. Repaired or repiaced parts and products are warranted for the 
remainder of the originai warranty period. You wiii be charged for repair or replacement of the product made after the expiration of the warranty period. 

This warranty does not cover: (a) damage or faiiure caused by or attributable to acts of God, abuse, accident, misuse, improper or abnormai usage, faiiure to foiiow in- 
structions, improper installation or maintenance, alteration, lightning or other incidence of excess voltage or current; (b) any repairs other than those provided by a Ra- 
dioShack Authorized Service Faciiity; (c) consumabies such as fuses or batteries; (d) cosmetic damage; (e) transportation, shipping or insurance costs; or (f) costs of 
product removal, installation, set-up service adjustment or reinstallation. 

This warranty gives you specific iegai rights, and you may aiso have other rights which vary from state to state. 
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